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Abstract

Remote sensing is a domain that tends to use satellite images for classification and Land
Use/Cover(LULC) mapping. For this purpose, classification algorithms are used, which are
numerous and diverse, and it is necessary to establish decision criteria when choosing the
algorithm. Ultimately, the main decision criterion will be the accuracy obtaingdsaification
because the accuracy of classification may differ from one algorithm to another, even within
the same algorithm, according to its variables. But there are other equally important criteria: it
depends on the nature of the task, the quaniytygpes of data available, the type of response
expected, the time and computational resources available, the depth of our knowledge about the

algorithms.

The methodology of each part of the work was described and the criteria for comparison were
establibed. In this research, with the same training data, the same validation data, the same
application context (7 classes), and the same image Saiair{el2), we tested 15 iterations

with the Random Forest classification algorithm, with different tree nuieasion values,

and 3 iterations with vegetation and soil indexes, for the production of the LULC map of the
Bragancaregion (northeast Portugal). Finally, we evaluate the accuracy of the classification,
before and after the peslassification tasks @mneralization, fragmentation and removal of

isolated pixels).

The results obtained show that a classification with atregs = 1000, including vegetation
and soil indices, and after pedassification tasks, provided excellent precision results
(Coeffident Kappa= 0.93, Overall accuracy 96% and marginal errors of omission &

commission below%).



Resumo

A teledeteccdo € um dominio que tende a utilizar imagens de satélite para classificacdo e
mapeamento de Uso/Cobertura da Terra (LULC). Para estsdonytilizados algoritmos de
classificacdo, que sdo numerosos e diversos, sendo necessario estabelecer critérios de decisédo
ao escolher o algoritmo. Em ultima analise, o principal critério de decisdo sera a precisao obtida
na classificacdo, porque a prémsda classificacdo pode diferir de um algoritmo para outro,
mesmo dentro do mesmo algoritmo, de acordo com as suas variaveis. Mas existem outros
critérios igualmente importantes: depende da natureza da tarefa, da quantidade e tipos de dados
disponiveis, d tipo de resposta esperada, do tempo e dos recursos computacionais disponiveis,

da profundidade dos nossos conhecimentos sobre os algoritmos.

A metodologia de cada parte do trabalho foi descrita e os critérios de comparacdo foram
estabelecidos. Nesta irst@acdo, com os mesmos dados de formacdo, os mesmos dados de
validacéo, o mesmo contexto de aplicacéo (7 classes), e 0s mesmos dados deSeragesh (

2), testdmos 15 iteracdes com o algoritmo de classificacdo Random Forest, com diferentes
valores de desdo de numero de arvores, e 3 iteracfes com indices de vegetacao e solo, para a
producao do mapa LULC da regidoRlagancdnordeste de Portugal). Finalmente, avaliamos

a exactiddo da classificacdo, antes e depois das tarefas-degsificacdo (genalizacao,

fragmentacao e remocéao de pixels isolados).

Os resultados obtidos mostram que uma classificacdo com dreesb= 1000, incluindo
indices de vegetacao e solo, e ap0s tarefas delgssficacdo, forneceu excelentes resultados
de precisao (Coefiente Kappa $.93,Precisdo geral$6% e erros marginais de omissao &

comisséo abaixo d&%).
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1 Context and objectives

1.1 Context

Remote sensing measures Eerthandits featuredeprived ofmaking physical contact, the
data can be gathered from entire continents over a long time period, so the possibility of tracking
the Earthchanging. By using specialidaircrafts and sophisticated dhies to gather DATA

with remotesensing methods

The modern era diarthremote sensing from satellites begari@y8 Three very important

new satellite systems were launched in space in tha{@eacknell, 2018)and since then the

focus has shifted to the improvement achieviédr instance,(1) a small satellite design
approach was followed hyarious companies and space agencies throughout the(Woalder

& Cracknell, 2008) (2) the small size satellites achievement has positivectdtl the cost

and the timeneeded thus a short development times and cost effic(ueyet al., 2008)3)

the improvement of satellite output quality, that can be accurate for measurements that can be
indicated with a precien only a few meters, and withlme n t i (Reltbrr&eCansachdara,

2013)

Land use &land cover are twalistinct terminologies which arérequently used mutually
(DIMYATI et al., 1996) Land cover indicates the physical characteristics of the land surface
such as the distribution of vegetation, water, soil and other physical characteristics of the Earth,
including those created exclusively by human activities, for instance settle@aritse other

hand, land use refers to the approach in which land has been used by man, for his habitation,
but usually with a focus on the functional role of land for his enoa activities(Rawat &

Kumar, 2015)

In terms ofteledetectionLand Use and Land Covelt JLC) map which represerthe spatial
information is anendingof classification pgormed on satalie images datgSentinel for
instance)using classifiersdedicated tocreate classes based on pixdlkere are plenty of
classifiers and each one should be selected with criteria because they can provide better or
worse accuracy. Even each classifier (Algorithm), its accuracy depends on psopadie
indexes that can be added this research, we focused on the production of the LULC map of
the Bragancaegion (northeast of Portugal) I8entinel2 satellite image classification, using

the Random Forest (RF) classification algorithm. Seven das®see considered. Several
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iterations were tested, with different tree number decision values, with or without vegetation

indexes and soil indexes.

Remotesensing community focusing on image classification has been attracted by remote
sensing owing to thaccuracy of results acquired, its important rolel@tecting, mapping,
understanding, and predicting changes in the environfRese et al., 2015 arly applications
mainly assessed lande and cover change, suclestimation of forest cover loss@s/ukavina

et al., 2015pndmapping carbon stocks in the amazésner et al., 2010)o identify critical
migrant bird breeding habitéGoetz et al., 2013nd assess the influencklight pollution on
seabirdgRodrigues et al., 2011)letectabandoned croplan@dw et al., 2015More recently,
remote sensing has been used, for example, to Assess the Ecosystem Service Potential of Urban
Rivers(Beil3ler & Hack, 2019)in prediction of soil erosioJazouli et al., 2019nappingthe
proliferation of aquaculture pond®l Sayah etal., 2020) moreoverthe assessment of
groundwater use in irrigated agricultit¢hamo et al., 2020¥valuating the ecological quality

of a mining area for management go@ku et al., 2020)

Thus, LULCmappingplays a key role in studying ahanalysing the ovetl changed scenario
Currently, data availabilityon such changes mucial, for providing critical contributioto
decisionmaking ofenvironmental planning and ecological managerferititure (Zhou et al.,
2008)

1.2 Objectives

Objective 1.To evaluate the criteria to be taken into account when choosing a satellite image
for the production of LULC maps of éhBraganca region using Random Forest classifier

(machine learning).
Objective2: finding the optimum number of trees in order to have a precise classification.
Objective3: analysingthe effect (accuracy) of pestassification using GIS tool&\(cGIS)

Obective 4: assess the contribution of integrating vegetation and soil indices on the

classificationaccuracy
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2 Bibliographical Review

2.1 Remote sensingk GIS overview
2.1.1 Introduction

Earth has only been observed as a blue sphere in the middle of Space by grpdepgke:
astronauts who haveeavelledto the Moon. Apollo 8 was thaitial crewed spacecraft to
successfully orbit the Moon and return to Earth in late 1968. The Apollo 8 crew were the first
to benefit of witnessing and photographingeanthrise(Loff, 2018) (Figurel) . Fortunately,

we can all have this vision of Earth today thanks to remote sensing satellites. But then how can
the term Remote Sensing", "Teledectiobg definedRemote sensing can be broadly defined

as the collection and interpretationdaftaabout @ object, an area or an event without being in
physical contacalongwith the object, this set of techniques make it possible, through the
acquisition of images, tacquire information about the Earth's surface (including the
atmosphere and the oceans)thaut any direct contact with it. RS encompasses the entire
process of capturing and recording to process and analyse the informationt to apgdy this

latter.
Figurel: The view of the rising Earth by the Apollo 8 astrotsan December 1968 off,

2018)

2.1.2 Definition & history

Remote sensing is a set of techniques which differ from each other by the type of vecto
(airplane, satellite or space shuttjeound based senso(B) Rudd et al., 2017}he acquisition
mode @nalogueor digital, active or passive), the spatial resolution, the spectral range used and

the observed area. The remote sensing data correspond to measurements integrated on a spatial
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scale (pixel) of certain charactgics of the surfacérightnes (Levin, 2017) apparent
temperaturéVenter et al., 202Qpackscatter coefficiefiBelengueiPlomer et al., 2019)his

is another type of data that should be calibrated and transformed into usefulegafiab
models: Determination of the Ground Albed@u et al., 2018)downscaling both sea
temperaturéMinnett et al., 2019and landtemperatur€Y. Yang et al., 2017)3D estimation
of surfacebiomass(Wallace et al., 2017)primary productiofGomezGiraldez et al., 2019)

etc.)

The photograph in the visible part of the electronegignvavelength was the primafgrm of
remote sensing but technologigabgressefiave made it posde to acquire informatiom
furtherwavelengths, including near infrared, thermal infrared and microw@¥edin et al.,
2010) Collection of information over a large number of wavelength bands is called
multispectral (Landgrebe, 2005)or hyperspectral(Govender et al., 2007pdata. The
development and deployment of manned and unmaaeeal vehiclehave improved remote
sensing data collection and provides an inexpensaseto obtain information on large areas
(Rango et al., 2009However, the capacities offered by the observations provide development

and the widespread use of this type of technology in a systematic way.

Thefield scopecan e developedby examining itsistory, in order totrace thesvolutionof its
conceptgTablel).

Remote sensing, as it is understood today, made its debut ifl9886eriod with the launch
of the first \V2 rockets(Figure 2) acquired from Germany after second world war at high
altitude from White Sands, New Mexico (United States). The&erdtkets contained a small
integraed cameras and sensorstalledthat offered a largecale geographic view tfie Earth
showing an area of approximately 800.000 sq. Mifegure3) (Edgington, 2012)

From that momentvarious projects and missiongth other rockets, dlistic missiles and
satellitestook photos of the EarttAlthough the quality ofhe first photos of the space svaot

good, it revealed the real potential associated to this technique. Systematic Earth observation
has started in 1960 with the launch TROS| (Schnapf, 1985)the first meteorological
satellite equipped with a low spatial resolution television, which allows meteorologists to
distinguish between clouds, water, ice and s(féialek, 2011) The series of satellites TIROS,
known since 1970 as NOAA (National Oceanic and Atmospheric Aidtration), are still
activeNOAA-20 called JPSS. is; for now;the lastsatelliteplaced in orbit on 2017, and the
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next one in the series, JR3Sis scheduled to launch in the first quarter of 2028 AS A0 s
Scientific, 2020)

The encouraging future that awaited Remote Sensing is definitely confirmed witistlspdice
programs of the 960s(Mercury, Gemini and Apolldunar missionjLowman, 1999) In the

orbits described by Apollo 9 around the Earth and before landing on the Moon, the first
controlled experiment was carried out of multi spgcphotography to study the natural

resources of thEarth'ssurface(Sharp, 2018)

Tablel: Milestones in the history of remote sensing

Year Invention Author

1839 Beginning of practice of photography Daguerre, Talboand
Niepce

1940 From photo produce topographic map French

1858 Photography from balloons Gaspard Felix
Tournachon

1909 Photographyrbm airplane Wilbur Wright

1 9 1 ( World War I: aerial reconnaissance British Royal Air Force

1960  Satellite era: First use of term remote sensin

1970 TIROS: weather satellite NASA

Skylab remote sensing observation from spe CORONA

1972 Launch ofLandsat 1 NASA

19706 Rapid advances in digital image processing -

1980

1980 Launch of new generation of Landsat sensoi NASA

1990

1986 SPOT French Earth observation satellite French centre National
doEtudes Spa

1980 Development of hyperspeal sensors -

1990 Global remote sensing system, LIDAR -

1 9 9 ( First Commercial satellite IKONOS Space Imaging

Figure2: The first \A2 rocket launche¢Hollingham, n.d.)
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Figure3: V-2 Rocketeye view from 10Km up, July 26 1948, Source: Photo Courtesy of the
Applied Physics Laboratory at Johns Hopkins University.

2.1.3 Process of remote sensing

Figure4 shows the requirements needed for remote sensing process. Details are given below:

Ener'gy Sour'ce D Sensor

\ Transmission

(G Application

AfmosphereB b
F
Tor‘gef C =3
e [

Interpretation

Figure4: spectral signature of soil, water and vegetation at diffevamaelengths. (Khan et
al., 2018)

A- Energy source or illumination: this is the first requirement in the field of remote sensing.
The source (i.e. sun) provislelectromagnetic energy to the object of interest (crops,
forests, buildings ...)

B- The Atmospherefrom its source to th& a r tsurfécs, the radiation is in contact and
interaction with the atmosphere passing through it. This interaction can take place
another time as energy returns to the sensor from the target.

C- Target: once the energy reaches tameat through the atmosphere. The radiation
interacts; based on several properties; with the targeted surfaces.

D- Sensor: the sensor on board a satellite collects and records EM radiation reflected from
the Earth'ssurface and the atmosphere.

E- Transmission, Bception, & Processing: The radiatioaceived by the sensor is
transmitted in electronic form, to a host station in order to process the data in an image
(paper / digital).
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F- Interpretation & Analysis: at this level, the image received and processedpsdted.
The operation is done in visually / digitally or electronically way in order to extract
information about the defined target.

G- Application: the last step in the remote sensing process is to apply data extracted from
the imagery in order to bettenderstand it. Extract other more detailed information that

serves to solve certain problems in the study area.

2.1.4 Sensorsn remote sensing

Remote sensors are mechanical devices that have the coléecting informationin theform

of energy EMR or othe), usually in storable formAll remote sensors record in selected
wavelength bands, variation in the amount of energy either reflected or emitted by various
materials on the surface of thkarth Remote sensing data is characterised in terms of spatial,

spectral, temporal and radiometric resolutions.

The spatial resolution, also known as ground resolutiospecifies the pixesize of images
covering theEarth'ssurface(Figure5). The detail that can be discerned in an image depends
onthesensor 6 s s pased laik a funetomf tha dbilityota detectthe smallest
element A sensod Spatial resolutiordepends mainly onts Instantaneous Field of View
(IFOV). As shown inFigure5, the IFOV is delhed as the visible cone die sensor (Ajhat
determires the area of the surface "visible" at a given altitudesgegific time (B). The size

of this area i®btainedoy multiplying the IFOVby the distance from the surface to the sens
(C) (P.K. Mani, 2014)

However, the spatial resolution of a satellite image plays an essential role in the cartographic
process. This property is decisive and varies according to the needs of the cartographer.
Depending on the work to be carried out, the spatial resolution will be different. Indeed, the
identification of urban structures, for example, requires images with very high spatial
resolution, while a mapping of land use patterns can be satisfied withial spsolution of

more than 20 meters.

To moreillustrate, theFigure6 showsthe quality of the view by changing the resolution
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Ground

Figure5: the explanatory elements of spatial resolutidgsibility of the sensor(A), area seen
from a given altitude at a given time (B), altitude (lejt) and thdllustration of the
geometrical instantaneous field of view reconstructed by projection from a pixel in the image
plane(right).

l 10 m resolution , 20 m resolution | 30 m resolution |

Figure6: Camp Randal Stadium, University of Wisconsin, viewed at different resolutions
(image: Institute for Environmental Studies, University of Wisconsin )

The Spectral resolutionis the wavelength widto f t he bands recarded.
resolutionidentifiesthe number and the position of spectral bandgl@the electromagnetic
spectrunthata sensor cagatherreflected radiationHence,a sensor should at the same time

be sensitive ta large portion of the electromagnetic specteumd captures many bands within

that portion The hgherthe number osmallbandscapturedgreaters the spectralresolution
showing detailed distinctiorThat meansachindividual element is in state of reflecting or
emitting electromagnetic energy amunique way, this differentiates elements in the scene.
Multispectral images record energy over several separate wavelength ranges at various spectral
resolutions. allowing the extraction of extra information that a human eye fails to capture with
its receptors for red, green and blue. Multispectral imaging was originally developedder spa
based imaging applications.
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The simplest form of spectral resolution is a sensor with one band only, sénsbs visible
light. For instance, an image from that semsvith only one bandis compared to an aircraft
white & black image. In case the sensor has in the visible region of EM spectrum three spectral

band, this indicates the possibility of capturing the same data capjuhesnian eyes.

Thetemporal resolutionis a measure dhefrequency with which a sensor returns tesame

part of t he Eamagirydhe exactrsprheaaca ah the same view §vgle,

2009) However, some areas of the surface may be observed more frequently since there is an
overlap between adjacent orbits and these areas of overlap bexgereand larger as they
approach the poles with increasing latitulee frequency is going tdiffer from numerous

times per day, for eharacteristioveather satellite, to/8 20 times a year for a moderate ground

resolution satellite

The radiometric resolution describes the information contained in an imégach time an
image isokenby asensor, its sensitivity to tredectromagnetic energymtensity regulatethe
radiometric resolutioNMuhammad Zulkarnain) The radiometric resolution of a rete
sensing system describes its ability to recognize small diifegein electromagnetic energy. It
is a measure of how many grey levels are measured between purenblaekectanceand
pure white.The fineris the raliometric resolutionmore sensive to small differences in the
intensity of the energy receivéltk sensor isThe radiometric resolutioils measured ibitsand

is used to encode values in binary fommab Qo¢ ¢COR B &b ®oc 1IB; a
sensor using 8 bits to recordt@avill haveg ¢ UL gvailable intensity levelganging from O

to 255) or Digital Numbers (DN)The higher the number of bits the higher the radiometric

resolution.
2.1.5 Examples of somdzarth observation sensors

Landsat was the first satellite to monitoheé Earth, launcheoh 1972. All Landsat satellites
cross the equator in the morning to take advantage of optimal lighting conditzmusatl, 2
and 3were placed at an altitude of 9@t with a repeatability of 18 days while the other
satellites (Landsat to Landsat 5) were placed at an altitude of kKidQvith a repeatability of
16 days From 1982y creating the Landsat 4, there vaasimprovementbetter spatial and
radiometric resolution, a larger number of bands, spectral bands that are narteleble2
below summarizes the spectral domains of the different bantteed.andsaB with their
resolution Landsat 8 imagergaptures data with radiometric resolution of its.
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Table2: Sensitivity and Resolution Used on Land8at

Bands Spectral Sensitivity Nominal
(um) Location
Band 1 0.43- 0.45 pm Visible
Band 2 0.450- 0.51 pm Visible
Band 3 0.53- 0.59 pm Visible
Band 4 0.64- 0.67 Red
Band 5 0.85-0.88 NearInfrared
Band 6 1.57-1.65 SWIR 1
Band 7 2.11-2.29 SWIR 2
Band 8 (Panchromatic) 0.50- 0.68 Falsecolour
Band 9 1.36- 1.38 Cirrus

The Spot (Systeme Probatoie
satellites have been designed and launchethdyrench National Centre for Space Studies
(CNES in collaboration with Sweden and Belgium for the acquisition of remote sensing data
for commeral purposes. All ta SPOTsatellites are placed at an altitude880 km with a
repeatability of 26 daygquipped with sensors that develops with each launch, offering spatial
resolution reaching 5nThe Table 3 below summarizes the spectral domains of the different
bands of the SPOZ with their resolutionThe pixel depth of SPQT6 /-7 is 12 bit, an

improvement over previous versions (SR@T-5) which was 8 bit.

Sensor
SPOT 67

SPOT 5

SPOT 4

Spectral Ground

Resolution(m)
30 x 30
30 x 30
30 x 30
30x 30
30 x 30
30x 3D
30 x 30
15x 15
30 x 30

d o6 Obser vatis aseriesdofeEarth gbservagianr e )

Table3: Sensitivity andResolution Used on SPOF5-6-7

Electromagnetic spectrum
Panchromatic

B1: blue

B2: green

B3:red

B4 : near infrared
Panchromatic

Bl : green

B2 :red

B3 : near infrared

B4 : short wavenfrared (SWIR)
Monospectral

Bl : green

B2 :red

B3 : near infrared

B4 : short wave infrared (SWIR)
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Pixel size
1.5m

6m

6m

6m

6m
25mor5m
10m

10 m
10m
20m

10 m
20m
20m
20m
20m

Spectral bands
0.45- 0.75 pm
0457 053 um
0537 0.59 pm
0637 0.7Qum
0.767 0.8um
0.48-0.71 pm
0.50- 0.59 um
0.61- 0.68 um
0.78- 0.89 um
1.58-1.75 pm
0.61- 0.68 pm
0.50- 0.59 pm
0.61- 0.68 um
0.78-0.89 um
1.58-1.75 pm



The Sentinelarea series of Earth observation missions developed by European Space Agency
(ESA), on behalf of the joint ESA/European Commission initiative GMES (Global Monitoring
for Environment and SecurityJhe objectiveof Sentinel program is teubstitutethe existing

elder Earth observation missiotsavoid interruptions in progress stusliEvery mission will
concentrateon a varied aspect of Earth surveillanc®ceani¢c Atmospheric and Land
monitoring (Missions- Sentiné Online.). Each Sentinel mission is based on a constellation of
two satellites tdulfil and revisit the coverage requirements for each mission, providing robust
datasetsAll the Sentinel (excebentinel4) satellites are placed at alitude betweenf 786

830 km which gives an orbit cycleange betweerdl0-29 days as already mentioned, each
mission got two satellites. Thus, the repeatability is the half of orbit cycle p&eotinel4 is
placed in about 35786km above the Earth equator, its ogetadd is equal to the Earth's

rotational period.

TheSentinel2 instrument acquires measurements at 12 bits. These measurements are converted
to reflectance and stored as 16 bit integers in the S2 pré@adiometric- Resolutions
Sentinel2 MSI - User Guides Sentinel Onling Sentinei2 is considered athenewesimission

for Earth observation bthe ESA. It ha®btaineda great attention imesearch due to its open
access and global coveragevdtiedrange ofstudies have been made wakntinel2, such as

soil moisturemapping(El Hajj et al., 2017)urban surface water bodiesapping(X. Yang et

al., 2017) forest stress monitoringeitel et al., 2011)and ground biomasguantifying The

Table4 below summarizes the spectrahdamins of the different bands

Table4: SpectralSensitivity andGroundResolution Used o8entinel2 (A and B)

Bands Spectral Sensitivity (um) Nominal Spectral Ground
Sentinel2A Sentinel2B Location Resolution(m)
Band 1 0.432-0.453 0.432-0.453 Coastal aerosol 60 x 60
Band 2  0.459-0.525 0.459-0.525 Blue 10 x 10
Band 3  0.542-0.578 0.541-0.577  Green 10 x 10
Band 4 0.649-0.680 0.649- 0.680 Red 10 x 10
Band5 0.697-0.712 0.696-0.712  Vegetation red edg: 20 x 20
Band 6 0.733-0.748 0.732-0.747  Vegetation red edg: 20 x 20
Band 7 0.773-0.793  0.770-0.790 NIR 20 x 20
Band8 0.780-0.886 0.780-0.886  Narrow NIR 10 x 10
Band 8A 0.854-0.875 0.853-0.875  Water vapour 20 x 20
Band9 0.935-0.955 0.933-0.954 SWIR 60 x 60
Band 10 1.358-1.389 1.362-1.392 SWIRT Cirrus 60 x 60
Band 11 1.568-1.659 1.563-1.657 SWIR 20 x 20
Band 12 2.115-2.290 2.093-2.278 SWIR 20 x 20
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2.1.6 Discussionon the choice of sensor

Beforeacquiring an image in order to perform a classification, the fotigwjuestion must be
askedfirst "What are the criteria to be taken into account when choosing a satellite image?"

knowing that there are a multitude of images available

Forour study we chosBentinel2 as the sensor which provides the images, theniosif is its
spectral response, (here we makcomparison betwe&entinel2 (MSI) and Landsat 8 (OLI)
band3. The MSI sensofTable4) captures images in the visible (VIS), naa@rared (NIR),

and shortwave infred (SWIR) spectral regions thugh 4 spectral bands of 1Q ihbands of

20 m, and 3 bands of 60, mnd concerning the Landsat send@ble?2), it captures images in

the visible (VIS), neainfrared (NIR), and showave infrared (SWIR) spectral regions, through

9 spectral bandsf 30 m spatial resolutioand an additioal panchromatic band of 15. finom
(Figure7) we can see that, Both sensors are offering 4 matching batlds RNG and B)
respectively 8, 4, 3 and 2 for MSI and 5, 4, 3 and 2 for OLI. but the sentinel offers 3 other bands
more 5,6 and 7 which are dedicated to capture the vegetationwdmep is extremely useful

for vegetation studies

Secondly the choice ofensor is related to temporal resolution (TS), Landsat has a TS of 16
days, whereas, with the availability of b&lentinel2A and Sentinel2B, temporal resolution
is increased to five days, increasing the chance of acquisition offtkmitnages.

Finaly, because they are provided at no cost to the European user. In addition, the European
Space Agency's (ESA) provides the SNAP software (and Sen2cor for Correction of
Atmospheric Effects), also free of charge, which was used in the processingSeinthel-2

images.
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2.1.7 Classification algorithms
This section delineates the supervised image classification techniques that are used recently.

The Maximum likelihood classifier is one of the most popular supervised classification
techniquesised with remote sensing image data. This method is based on the probaloiity
that a pixelis belongingto aspecific group(Thakur & Maheshwari, 2017)The basic theory
assumes that the input bands have normal distributions antiipabbabilities areequivalent
for entire classes However, this technique needs large computational time,t s highly6

efficient when it comes to classifying the satellite images, eslbethe multispectral images.

The maximum likelihood clasficationhas a number of advantages including:

1 Takeseveralariablegbands and band transformatioirgp consideratn.

1 Take into account the variability of the classes using the covariance matrix.

This classification also has drawbacks, namely:

1 An important equation which takes a long time to calculate. The latter increases with
the number of input bands.

1 Maximum likelhood strongly depends on a normal distribution of the data in each input
band.

1 Tends to outclass signatures with relatively large values in the covariance matrix. If
there is a large distribution of pixels in a sample site, the covariance matrix for that

signature contains large values.

The Support Vector Machine (SVM) is asupervisednachine learning technique that can be
used for both regression and clésation problems. It createsa hyperplane in
multidimensional space to spliataset int@eparatedlasses in the corregossible wayFigure

8). The objectiveof an SVM is to seledhe most optimal plan (hyperplane) whiskparates
datainto representativelasses, the hyperplaf@ which the margin (the distance betweea th
hyperplane and the nearest data point from either set) is maxifguane8). The appoachin
which an SVMadmitsthe optinal hyperplanés Calculatingthe Margin; gapbetweenthe
support vectors anthe plane andchoosing theplan which enlargsthe gapbetween classes
(Support Vector Machines Tutorialearn to Implement SVM in Pythd017) SVMs are able

to handle problems where classes are not linearly separable by transformingthsimtaia

kernel function such as the radial basis function (RBF) kernel
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Margin A
2 Separating X2

Hyperplane
e ~ oo

Support Vectors ™ Xq

Figure8: Hyperplangdecision plane that spitand classifies data), Support vectors (the
nearestlata points to the hyperplane), Margin (the distamte/den tie hyperplane & the
closestdata point from either set)

The SVM algorithm is very effective in solving different problems. It has several advantages
such as:

The mathematical foundations on which it is based are very solid.

The nonlinear classifation problem is brought back to the linear one by projecting it
into a new large space.

SVM is more efficient in large spaces.

The kernel trick is the real strength of SVM. With proper kernel function, we can solve
any complex problem.

1 It adapts relativgl well to large data.

Disadvantages:

SVM does not work very well, when the set of target classes overlap.

In cases where the number of features for each data point exceeds the number of training
data samples, the SVM will underperform.

Choosing the best keel function is not easy.

Long training time for large data sets.

The Mahalanobis distance(MD) is a technique based dime distance between two points in
multivariate space. In a regular Euclidean spaé@néx Il) variables (e.gx, y, z) are
represented by axes drawn at right angles to each other; The distance between any two points
can be measured with a ruler. For uncorrelated variables, the Euclidean distance equals the MD.
However, if two or more variables are correlated,dakes are no longer at right angles, and the

measurements become impossible with a ruler. The MD method takes into account the
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statistical criterialigure9), and tends telassify signatures with relatively large values in the

covariance matri x. ltés a slow techniqgue in

Y Y T T T T - Y T Y T T T T
—3 -2 =1 (¢] 1 2 3 -3 2 =1 0 1 2 3
xy xy

Figure9: The difference between Euclidean distance (left) and Mahalanobis digtighteis
shown.

The three lines (circles and ellipséBigure9, left) correspad to distances of 1, 2, and 3, from
the origin, respectively. The Mahalanobis distarfoa the right)also accounts for the

covariancestructure (correlation of the variables) of the d&tarmuza & Filzmoser, 2016)

The Mahalanobis distance classification has a number of advantages, including:

9 takes into account the correlatiorfgle different variables of the classes
9 useful in cases where statistical criteria must be taken into account.

1 treat class groups that hava@thypersphericathape

The Mahalanobis distance classification is not totally perfect, it has a numbembladks,

namely:

1 Tends to outclass signatures with relatively large valBesause whethere is a large
dispersion of pixels in a sample, the covariance matrix of that signature contains large
values.

i takes tame to calculate.

TheRandom Forest(RF) classfier is an ensemble learning method used for classification and
regression. Developed I§Breiman, 2001,)the method construct a collection of decision trees
(Figure10) with controlled variation. Each decision tree in the ensemble is cotestrusing a

sample with replacement from the training data.
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Firstly, each tree is constructed using a randmutstrappedsample of the training data.
Secondly, rather than testing all features for the best split, a random subset of variables is tested
ateach split in each tredo have a lessubjectiveoutcome to any random fluctuation in the
training data, the randomness in the construction of thegheedd be introduce(Diesing &
Stephens, 2015 he prediction is made for unobserved data by taking a majority vote of the
individual trees. The samples not part of the bootstrapped sample for each tree, referred to as
6o-afhagd (OOB) sampl es, -vaidated prediceod errdoo thecforestat e a

The randonforest package in R was used for the implementétianv & Wiener, 2002)

® Instance
® Tieel ® Tiee? ® Tree3
L J [ J [ J [ J L J L J
® ® ® L J ] [ ] [ ] [ J [ ] [ ] ® L
® © & & o O & & o & o ° ° o O ° o ° o o o o oo o

| Tree 1 | | Tree 2 | | Tree 3 |

| Class 1 | | Class 2 | | Class 3 |

» MAJORITY f——
|

| FINAL CLASS |

Figure10: Random Forest decision tree.

Advantages

1 Random forest can solve both type of problems that is classification and regression and
does a decent estimation at both fronts.

1 One of benefits of Random F&st which exists me most is, the power of handle large
data sets with higher dimensionality.

1 It can automatically balance data sets when a class is more infrequent than other classes
in the data.

1 It has an effective method for estimating missing datamaaithtains accuracy when
large proportion of the data are missing.
It has methods for balancing errors in data sets where classes are imbalanced.
The capability of the above can be extendedhiabelleddata, leading to unsupervised

clustering, dataiewsand outlier detection.

The mainlimitations of random foresare:
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1 A large number of trees can make the algorithm too slow and ineffective fdinmeal
predictions.
Random forest is a predictiveodellingtool and not a descriptive tool.

Need to choose thmumber of trees

2.1.8 Discussionof the algorithm choice

In the following study we will use Random Forest Classifier (RFC) as a classification algorithm,
which is commonly used because of its effectiveriBlsschoice is made according to several
previous studis, which show the efficiency of this algorithm in terms of precision. For instance,
(SabatTomala et al., 20203chieved better ovall accuracy (OA) for the RFC (67.7%) than

for the nearest neighbour method (62.3%gcording to(Hastie et al., 2009)the chosen
classifier achieves only 4.88% misclassification eivde. also found that some articles admit
that the RFC is a faster image classifier compared to other algorithms used in tioatsaset
(SabatTomala et al., 2020)

Randomforest obtains a claggedictionfrom each treeand then rankall predictionsusing

the majority vote The accuracy of the classification depends on the number of trees, with
(Hastie et al., 20093tating that the number 250 is the value from which the classification
stabilises. However, it is suggested to verify the effect of the variation in the number of trees

on the precision of the classifitan and, at the same time, the processing time.

2.1.9 Comparison of Random Forest performance

The comparison criteria are those that allow an evaluation of the performance of this machine
learning algorithm from the results obtained. They allow to study theevimir of RF according
to number of trees, utilization of indices, processiggreralizatiomnd according the thematic

classes of the image.

The quality of the results provided at each iteration is evaluated by estimating the accuracy of
the resultingmage. Indeed, the precision of the classifications results is the main criterion of
comparison, because the essential objective is to know the parameters to be chosen beforehand
using RF classifier for the improvement of the final results precision. dalsulated with

respect to ground truth data.

The result of the comparison between the classification made by RF and ground truth data is
generally presented in the form of a table called the confusion matrix.

30



There are several types of accuracy in teofslassification results evaluation depending on

the interpretation made of the calculated confusion matrix

1 Global indices:
- Kappa coefficient (Equationl): is used to judge the quality of the mdtass
classification
- Overall Accuracy (OA) (Equation2): is the average of the percentages of good
classification
1 Marginal indices:
Producer Accuracy (PA)(Equation3): is the proportion in percentage of the pixels
of a class effectivelglassified related to classes made by true.data
User Accuracy (UA) (Equation4): is the percentage proportion of the pixels
effectively well classified related to classes made by classifier
Commissionerrors (Equation5): how many test pixels were incorrectly classified
as a class

Omission errors (Equation6): incorrect classified pixels.

here is the calculation equation of e@chlcision measures:
Equationl: KAPPA Coefficient
. . OA 0 MAIAIO C ABAV E I #AEDMIWCIOA AT AT O
+1 OGN AEE PP+ — .
p %OOEI#ARMAMCIOAAT AT O

Equation2: Overall Accuracy
oA AIAE e L) AARBI 00 kA BIOBHEDA A O
T O AR GMIT Pl AO

Equation3: Producer Accuracy
001 AdARAD Oi AlAmi OO0 AA AQIOBRALEDE RIOA OO
ST ATRBA T DEBGIOIA £A B GMRI AOO

Equationd: User Accuracy
. Of AIAmI OOAA QIOBEAEDA RIOAOO
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Equation5: Commission error

v p T

Equation6: Omission error

¢ p O

The Kappa coefficient (K) developed ohen, 1960js a measure of concordance (indicated
by the diagonal elements of the confusion matrix) minus the possibility of concordance
(indicated by the product of marginal rows and caigjn the Kappa coefficient takes into
account all the cells of the confusion matrix, not just the diagonals of the niatmdis &

Koch, 1977explain the strength of agreement according to the values of kappa obtahkd (

5).

Table5: Rating criteria of Kappa statisti@sandis & Koch, 1977)

Strength of agreement Kappa statistics
Poor <0.00

Slight 0.00- 0.20

Fair 0,80 0.21- 0.40
Moderate 0.41-0.60
Substantial 0.61-0.80
Almost perfect 0.81- 1.00

A comparative study was carried out fyung & LeDrew, 1988pn a set of methods for
evaluating classifications accuracy. Several authors concluded that the Kappa coefficient was
the most appropriate for a correct description of the accuracy ofgsfations(Rosenfield

& FitzpatrickLins, 1986)also recommend the Kappa coefficielatj(lationl) as a measure of
accuracy for the precision of classification. The Kappa coefficient will therefore be used in this

study to calculate the precision of our ciisations.

2.1.10 Geographic information systems GIS

Geographidnformation Systems (G133 a multidisciplinary and spatial @gsis environment.
They offer tools for entering and managing information in digital form, tools for analysis,

modellingand cartograbic representation.
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Thematic mapping is one of the scientific fields at the origin of GIS, which has always favoured
the description and analysis of the spatial dimensibe operation of a GIS is based on the
storage of information in the form of thenwalayers that can be linked to each other by their
geographical location. It has several fields of application, in particular environment,
demography, public health, as well as the study of environmental impacts, etc.

2.2 Role of Remote sensingn supporting resource management
2.2.1 Importance of remote sensing

Remote sensing is a modern monitoring tool, capable of providing managers with reliable data
on even the most remote and inaccessible regions, with great flexibility at the desirable date
and time.Given thefacilities it offers managers, remote sensing is increasingly replacing
traditional management methods, which are time and resource demanding, such as a satellite
image, which can replace a hundred of aerial photogr&gamsote sensing finds its applicats

in various fields: geologyhydrology,oceanographyfprestry,etc.

2.2.2 Land use/ Land cover (LULC) mapping

The mapping of LULGerves as a basic inventory of soil resources. Remote sensing offers an
efficient means of aegring and presenting LUL@ataboth regionally and locallyThe land

use /land cover mappirgerves to obtaimn inventory of soil resources for monitoring and
managemenRemote sensin(RS)is apractical and economictdol to dbtain a perspective of
LULC. RS datapermitsto observe chages in the phenology (growth) ofaplts during the
growing seasond he multisource image which allows the integration of two data sources has

the advantage of increasing the information conf&nZhang, 2010)
2.2.3 Forest

In forestry, remote sensinglays a very important role in monitoring of forest health
disturbanceslndeed, using sensors optics capable of measuring not only the amount of
radiation reflected in the visible but also in the near infrared which is very sensitive to plant
health, we caeasily detect stress in forests. It also offers managers the possibility of identifying
and / or delimiting the various types of stands, an operation that would be painful, long and
expensive with the classical methods of land surveys. Depending oat#llesdught, we set

the resolution and the appropriate spectral characterigtasgside these applications, remote
sensing plays a key role in monitoring changes in wooded areas and illegal logging, especially

in the most remote and inaccessible aegabfar from forester surveillance. 1t would be enough
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to acquire previous and recent images of the region in question, process them and analyse them

in order to compare and deduce the differences in the extent of logging and forest losses.
2.2.4 Agriculture

Ecanomic profitability with low ecological impacts is the goal of all agricultural producers,
large scale managers and regional agricultural organisatitemgifying and mapping crops is
important because the food production is fundamemhtese maps aresad to forecast grain
supplies (production prediction), collect production statistics, maintain crop rotation records,
map soil production, identify factors that influence crop health, assess storm & drought damage
and monitor agricultural activities.

Thespectral reflectance of a field varies according tgtienologicalgrowth) stage, the type
of plants and their state of health. Microwaves are sensitive to the alignment, structure and

amount of water present in plants and soil. Thus, achieving a mwareage classification.

Results of the interpretation of remote sensing data can be integrated into a GIS and crop
management system, and can also be combined with ancillary data to provide information on

management practices.
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3 Methodology and Materials

3.1 Study Area Presentation
3.1.1 Geography

The District of Bragangais an administrativedivision of Portuga) located in the northeast
cornerof the country(Figure 11), covering6,600km? which represent 7.4% of theational

continental lad mass.

A Coruna

MtandecS.giibao
Vitoria-Gasteiz

Zarago|

Malaga

= Almeria
Marbella

© EGoznsuccN ap fand; cantibutars, CLARNBE,

B Study area

0510 20 30 40 [ ] BRAGANCA
e mw Kilometers

Figurell: Location of study are@Braganca

3.1.2 Climate characteristics

The climate oBragancas classified as Csb according to the Képpen classification, temperate
with warm dry summein the period 1982010, the ayage maximum temperature in January
for Bragancavas around 8.5 °C while in July it was around 28.3IRBIA, 2020)
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The January minimum temperature hovers around the freezing (dntC). And winter
temperatures can fall to as low-44.6 °C. The annual mean temgiire is around 13 °The
average of total rainfall was around 800 mm per year énpieriod 1982010(IPMA, 2020)
The year of 2005 was particularly dry in Portugal Bnalgangasuffered from water shortages
and devastating forest fires in the rural ar@aiernational Forest Fire News (IFFIN2006)

We present here the ombrothermic diagramrafyancdrom the period 1982010 Figurel?)

using temperature values from theeteorologicalstation of Braganca(lPMA, 2020 and
precipitation values frommeteorologicalstation of Vinhais in Braganga (Portuguese
Environment Agengyn.d.)
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Figure12: Ombrothermiaiagram ofBragancaof the period 1982010

To conclude, thenlandnorth-easterrPortugal has a hot summers and cold long winkense
continental features, and the diurnal temperature variation can red€h(2ftcording to the

Figurel2 above)
3.1.3 Landscape characteristics

The study area of the district Bragancas characterized by a high climatic and laragse
diversity (Castro & Fernandekluiiez, 2014) The regionis consiséd of a heterogeneous
patchwork of land covers and land uses that are juxtapdsfed found: Shrublands,
Agriculture (annual crops; permanent cropsyoodland (broadleaves; coniferoys
Grasslands Urban area and Water bodies It should be notedhiat from 1958 to 2005 the
study landscape went through relevant modifications increasing the patch size for the most

combustible land classes (shrublands and forésreEvedq CésarCastro 201},
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Shrublands: Shrubs is one of the categories existing in terrestrial land of study area even it is
the most dominant typ&heseare plants not ablto reach more than 5m heighhe dominance

of shrubs in this area is dur first place to the management plan of laralsp due to the
mountainous relief of the regipandeven with aslight contribution we can addgriculture
abandonmenrgffect(Azevedo et al., 2011)

Agriculture : according toAzevedo et a(2011) this cover class is considered in the second
rank in terms of dominancé&his is areas dedicated to agriculture, of which weiqdarly
specify two main types of soil exploration in the purpose of plant prodyut¢herannual crop
(e.g. cereal, horticulture), and thermanent crop®.g. vineyards, olive groves, almond groves,

orchards).

Woodland: the forest is an important ckasn the region oBragancathe reasons for the
dominance of this class are the sam&hagblands clas3hisclass is defined @reas covered
by trees with a canopy of at least 1®@and Cover and Land Use, Landscape (LUCAS) (Lan)

A forest category is defined by its composit{@e. type of trees thabfms this foregt

Broadleaved Woodland these are areas with broadleaf species, mainly oak trees, potentially

grazed by small ruminants, so this class is called grazing forest

Coniferous woodland this class refers to areas with conifers (mainly pine$.dn ungrazed

land, which means that ruminant animals show no preference for this land cover category.

Grasslands this class is a terrestrial ecosystem predominantly covered by communities of
grassland, gradge plants and forbs. Grassland zone isrded as natural permanent pasture

for cattle, or origin of cutting hay or silage.

Artificial Land (urban):areas characterized lan artificialcoverwhich comprises the entire
construction made by anthropological actiofhe residences, spolgisure failities and

industrial or commercial sitege the main manifestations of these surfaces.
Water areas patches that constitute inland areas with water accumulation
3.2 Digital processing methodology

3.2.1 Digital processingflowchart

This section presents the hetology adopted for digital processing. We summarise in the
following flowchart the different steps to be taken to meet the objectives set
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3.2.2 Material and data

This chapter is devoted to the presgion of the data used, to the application of the RF

algorithm with several value of tree numbers and the integration of indices, to data obtained

and the criteria used in the comparison of iterations. The satellite images used are those of the

European Bace Agencyentinel2) LevelC (Table6). The products consist of image data,

deliveredas ZIR o mpr essed, and the

container. The multispectr8entinel2 LevelC bands usedere those listed in thEable7.

Table6:Satellite data with the date of acquisition and cloud cover percentage

associ ated

Satellite Zone path | Acquisition Cloud cover (%)
date
Sentinel2B 30TTL 20190805 0.0
Sentinel2A 29TPG 20190803 0.0583
Sentinel2B 29TQG 20190719 0.0016
Sentinel2B 29TPF 20190719 0.2546

Table7: Multispectral Sentinel

Multispectral band
B2
B3
B4
B5
B6
B7
B8
B8b
B11l
B12

Central wavelength
Blue, 490 nm
Green, 560 nm
Red edge, 705 nm
Red edge, 749 nm
Red edge, 783 nm
NearInfrared, 842 nm
NeatrlInfrared, 842 nm
NeatrlInfrared, 865 nm
Shortwave IR, 1610 nm
Shortwave IR, 2190 nm

Spatial resolution (m)

10
10
10
20
20
20
10
20
20
20

met ada:

We applied the Random foresgatithm, whose performance varies according to the number

of trees used, as well as the incorporation of indices (vegetation, soils). Our comparative study

is carried out in a context of type of cover. Eaining data (TD) andvalidation data (VD)

we chase 7 clusters of homogeneous pixels based cBahinel2 RGB colour composition,

aided by the highesolution images of Google Earth ahd ShapeFile of the official Land Use

and Land Cover Map of 2018 (COS2018) provided by Dirggérmal do Territorian Portugal

(Dgterritorio). The TD has been selected so that the basis on which the algorithm classifies
the data. Its size is 69044.2 pixels distributed as follows: 40470, 1697,7060386.4, 492.8
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and 23600 respectively for water, Annual crops, Broadleaves, Conifers, Grasslands, Shrublands
and Permanent crops. The Mias chosen for the entire study ai@aalidate the classification.

Its size is 89679 pixels distributed as follovd®240, 1294, 6628, 926, 407, 19340 and 844
respectively for water, Annual crops, Broadleaves, Conifers, Grasslands, Shrublands and

Permanent crops.

The software used was the European Space Agency's (ESAsopee® SNAP and Sen2cor

for Correction of Atmospheric Effects, both designed for the exploitation of Earth observation
data.ArcGlISsoftwarewas also used, for processing vector data and geodatabases. In this study,
this software is used for the vectorization of the map and for the analysis ofdatstepost
classification, obtaining confusion matrices, etc. We used Microsoft Office tools for result

analysis, data processing, chart and report production and word processing.
3.2.3 The pre-processingmethodology

A Sen 2c o isalSeieRRarocessor thdatas as main objective to corr&dntinel2 Level

1C Top of the Atmosphere (TOA) products in Le2&l BottomOf-Atmosphere (BOA)
reflectance products, eliminating, or at least reducing, the effects of light dispersion caused by
components of the atmospbkefwater vapour, aerosols, among others). This process of
atmospheric correctionis part of thepre-processing which precedes the classification of

images.

Imageresampling is necessary to equalise the spatial resolution of the 13 bands(de®).

The multisize mosaic tool is applied, resulting in a series of 10x10 pixel size images.

Mosaicking allows the integration of several images of the same scene, which partially overlap,
to obtain a full representation of the study aieaour case 4 images are brought together to
cover the entire study areBhe mosaic process also allows the transformation of the original
WGS 84 geographical coordinates into projected coordinates, in this case for the UTM Zone
29 WGS84 coordinate sysh.

A subset of the image is created based orRibgion of Interest(often abbreviated ROI),
which corresponds to the official administrative boundaries aBthgancalistrict (ShapeFile

polygon) provided by government authoriti€récadeGeral do Telitdrio).
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3.2.4 The classificationmethodology

The classification of satellite images is a complex process which can be affected by several
factors, in our case we adopt the random forest algorithm approatie,perameters that can

be modified areRF decisiorntreeand theinsertionvegetation& soil indices There are three
stepgto the classification process:

1 Establishment of training data.
1 The classification of each of the pixels according to the TD.

9 Verification of results with validation data.
Class determnation

Visually analysing the satellite image and with the help of COS2018 ShapeFile, we identified

7 thematic classes with interest, according to the objectives described aabhes).

Table8: LULC classeqDgterritorio)

classes constituents

Shrublands Matos

Agriculture AC Annual crops (cereals, h
PC Per manent crops (olive g

Woodland: Broadeaves c or k o ak, hol m oak, ches
Coniferous maritime pine, stone pine €

Grasslands Spontaneous pastures, improved pastures

Artificial Land I ndustry, Trade, Il nfrast

Water Areas water courses, lakes and reservei, é

Choice of training data

The careful choice of training data is very important in order to achieve a successful
classification. A sufficient number of training samples and their representativeness are essential
criteria for theimageclassification for this purpose we have chosen samples throughout our
study area to minimise the slopes effect on the classification accuracy, since the area is
mountainousThe training areas will be used to define the signatures of each of the thematic

classes.
Application of the Random Forest algorithm
The classification has the following requirements

1 The same thematic classes are adopted in the different iterations.
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Similar training data are maintained for all iterations.
The same validation data is used for théedént iteration. We specify here that this
validation data is independent of the training one.

1 The coloursassigned to each of the thematic classes are the same for the different

classified images, to ensure reliable visual analysis

Steps of application In the main SNAP toolboxywe choose Random Forest Classifigy,

clicking on RASTER theClassificationthen supervised classification
1 ProductSetReader operator

At the ProductSeReader operator level, we add the satellite image
1 Random Forest Clasgf operator

In therandom forest classifi@perator section, we select the training vectors, and the bands to

be usedTable7), according to the purpose of the classification.
At this sectiorwe alsodecidethe number of treeon which webase the classification
1 write operator

In write operator we define the name of the output and its directory

Application of RF algorithm for number of decisiontrees purpose:

Considering the 7 classes of training data already selected, thighaigseparates the data into

7 proposed classe§hroughoutthis part ofwork, we did 15 iterationsThe numbers used in

each iteration are: 10, 50, 100, 150, 200, 250, 300, 350, 400, 500, 600, 700, 800, 900,and 1000
it should be noted th#fhe maximummb-treeswe have been able to perform is 108@e totime
constraint so we can admit the following assumption "with-trées not used in our study
(>1000), the results can be superior to those obtaiié@'decision on the optimal humber of

trees to beincluded in the classification was based on the assessment of the quality of

interpretation through the analysis of confusion matrices.
Application of RF algorithm for Indices purpose:

We make 3 iterationdi st iteration: with Soil Indices2lteration:Vegetation indiceand 3rd

iteration:with Soil & Vegetation indices

1st iteration (with Sal Indiceg: on the menu bar we click on Raster then band nfilithg in

accordingto the corresponding equatioits the 3 soil indices desirdd be integratecto the
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classification the Brightnessridex (BI) algorithmyepresenting the average of the brightness
of a satellite imag€Equation?), the Redness IndgRl) algorithm,developed to identify soil
colour variations(Equation8) - Pouget et al.(1990and he Colour Index(Cl) algorithm
developed to differentiate soils in the fi¢Equation9) - Pouget et al.(1990).

Equation7: Brightness index

0 6 0 20
C

o™

Equation8: Redness index
- 0 26
Y T
0 20 20

Equation9: Colouration index

6 0

0] (0]

60

2"d |teration : Vegetation indicesFor this iteratiorwe go to Optical section on the main menu,
then we choosd@hematicland processingatfter we click on biophysical processor, there the
calculation is carried out automatically of the 4 selected vegetation in@iaemmatically
calculaed, theFraction of Absorbed Photosynthetically Active Radiation (FAPARjuation
10), the Leaf Area Index (LAIjEquationll), the Fraction of vegetation cover (FCOVER), and
the Chlorophyll content in thHeaf (Cab).

EquationlQ: Fraction of Absorbed Photosynthetically Active Radia(iBague et al., 1991;
Fensholt et al., 2004)

O'20!'Rc 0!'@p j100!'R
O!'r
where PARI is incoming Photosynthetically ActiRadiation(PAR), PARcr is reflected PAR

"00 0 & '}

from the canopy and Us is the soil al bedo (d

of PAR through the canopy

Equationll: Leaf Area Index(Saito et al., 2001)
06 e T
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Equationl2 Fraction of vegetation cover

... $6).$6)0
”n, lr\lv 7
QLR e T B86) O

WhereNDVIv and NDVIs are difficult to obtain, but the estimation can be summarized as the

maximum and minimum NDVI in a study ar@autman & Ignatov, 1998)
3rd Iteration: integrate vegetation and saildicesinto the classification process
3.3 Post classification:

Postclassificationgeneralizatiorwas appliedo the resulting image using Majority filter
where each pixel is replaced by tmest frequentalue of the surrounding pixel$herefore,

we usedhe Boundary cleantool to smooth out boundaries between zones without changing
the integrity of classe&inally, we used thBlibble tool to replace certain small groups of pixels

after applying a mask which assigns each pixel a unique identification
3.4 Accuracy assessment

By comparing the classification results with the ground truth already set by validation data, we
can assess the proportion of pixels that are actually well classified, as well as those that are
misclassified. The proportion of wallassfied pixels gives an idea of the accuracy of the

classification and that of misclassified pixels agai@f the classification error.

The analysis of these Accurac{&guationl,Equation2,Equation3,Equatiord,Equation5 and
Equationb) is enougho make a good evaluationRF Classificatiorresults qualityThe results
exactitude is the fundamental critamiin a study aiming to evaluate and compare several

iterations, because the accuracies permit to make:

1 Comparison between number of trees and deduce the most appropriate value to use in
the classification
Assessment of indices effect, either vegetatiosod one,on theclassification quality,

Evaluationof the effect of postlassificationgeneralizatioron the final classificatian

The execution time of the classificatjom our caseis only thetime to makehe classification,
without taking into acount thepreparation time of the entries or the time for processing the
results.The assessment of the overall duration of a classification operation can sometimes be

subjective depending on the experience of the user.
The following study is done on I(R) Core(TM) i7 CPU M 640 @ 2.80GHz 2.8 GHz.
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4 Results and discussion

The comparison of the performance of the iterations made by the Random forest classification
algorithm requires an evaluation of thehaviourof each of them with respect to the main
influencing parameters. Depending on the different applications carried out, we retain the

following essential criteria to conduct this practical comparison. It's about:

1 Global precision in the discrimination of each type of class;
1 Behaviourin relation to tle statistical parameters (means and variances) of the classes;

9 Calculation time taken by eadkrationto classify themage

The first 15 iterations will focus on the comparison of number of trees and their effect on the
classification acuracy.Concernng the 2nd group of iterations (3 iterations) it is about

comparing the effects of the soil and vegetation indices on the classification.
4.1 Comparative analysis ofclassification accuracyfor each number of trees iteration

4.1.1 Global Indices:

Nb Kappa

trees

10 082

50 | 0.84

100 | 0.84 088
150 | 0.85 0.87 0.87 0.87 087 087 087
200 | 0.85 0.86 o o6

250 | 0.86 o oss 08

300 | 0.87 & 084 o8

350 | 0.87 ¥ om

400 | 0.86

500 | 0.87

600 | 0.86

700 087 10 50 100 150 200 250 300 350 400 500 600 700 800 900 1000
800 0.87 nb-trees

900 | 0.87

1000 | 0.88

Figurel4: kappa index of agreemefmb-treesanalysé
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Nb OA

trees
10 90.91
50 9173
100  91.63 s ew
772 7.67
;gg g;gg ® = 668 668 %7 65 655 6.60 6.56
250 9270  § 5.2
300 9332 £
350  93.32
400 9303  °
500 93.34
600  92.89
700 93.45 10 50 100 150 200 250 300 350 400 500 600 700 800 900 1000
800  93.40 nb-trees
900  93.44
1000 94.18

Figurel5: Overall Accuracynb-treesanalysg

Accordingto the two graph@rigure14 andFigure15) which represent respectively the kappa
index and the overall accuracy of each classificatiocan be seethat the ieration with a
number of trees of 1000 is considered as the best and most accurdtesoakso clear that

precision tends to increase with the increase in the number of decision trees.
4.1.2 Marginal indices

In order to establish a comparative analysis,dbefusion matrices are used to record the
classification accuracy of each class according to each number of trees used in classification.

TheFigurel6represents the preliminary ddtaecision of the producenf this analysis.

Nb Producers
trees accuracy

10 90.91

50 91.73

100 91.63 s
150 92.28 B:- 93.32 93.32 93.34 93.45 93.40 93.44
200  92.33 3 0270 93.03 02.88

250 92.70 3 92.28 92.33

300 93.32 < 973 163

350 93.32 § 90.91

400 93.03 'g

500 93.34 a

600 92.89

700 93.45 10 50 100 150 200 250 300 350 400 500 600 700 800 900 1000
800 93.40 nb-trees

900 93.44

1000 94.18

Figurel16: Producer Acuracy(nb-treesanalysé
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Nb- O

trees &C
errors
10 9.09
50 827 . o
100 8.37 g 827 837 772 7.67
;gg ;g; g ™ 668 ©97 666 " G55 660 656
. - 5.82
250 7.30 %
300 6.68  §
350 6.68 @
400 697 3
500 6.66 E
600 7.11 10 50 100 150 200 250 300 350 400 500 600 700 800 900 1000
700 655 nb-trees
800 6.60
900 6.56
1000 5.82

Figurel7: Omisgson & commission erro(nb-treesanalyse

From the graph of theFigurel6andFigurel?, we can see thatith a number of trees of 1000,

the RF Classifier assigns over 94#¢the image pixels to their true LULC class.

As shown in the omsion & commission index grapti the number of trees in the analysis
increases, the percentage of image pixels assigned to incorrect classes is lower. For a number
of trees of 1000, the daification makes the minimum error (less than 6%).

Accuracy According to each Class

Table9: Producer Accuracy of Random Forest
classes 10 50 100 150 200 250 300 350 400 500 600 700 800 900 1000
Annual Crops 96 97 98 98 98 98 98 99 98 98 99 98 98 98 99
Broadleaves 96 97 97 96 97 97 98 96 97 97 97 96 97 97 98
Conifers 76 76 76 76 76 76 76 78 76 76 76 76 76 76 75
Grassland 88 89 89 89 89 89 90 90 89 88 88 89 89 89 88
Perm.Crops 37 49 46 50 48 47 47 47 47 47 44 4T 48 45 48
Shwublands 64 66 66 69 69 71 74 74 73 74 72 75 69 75 78
Water 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100
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Figure18: the dispersion of the classification precision for each ¢ldsgeesanalysé

The graph inhe Figure18 present the classification accuracy dispersion in terms of number

of trees in each ROI image class. We cannot conclude the number that affect the classification
the most, but by zooming we can notettti@ 1000 approach has a tendency to well affect the
classification for each class.

Analysing theTable9, we can notice that we obtaarsatisfactory accuracies for some classe
before reaching nlrees=100@perm. crops at nbrees=50, grassland at-tdees=10)but if we

consider the whole column we can state that 1000 has gathered the highest accuracies for all

classes.

The Permaner@rops Shublands, Conifers and Grasslasidssesobtained less agreement for
classification.This misclassification is due to incorrect assignment of pixels belonging to one

class to another class

The class with the lowest concordance was the Perm@mepsclass (<55%), as a result of

the diversity of this class, which includes vineyards, th#sand almond trees, olive groves,
which are very different in the remote sensing images. But in this case, this lack of agreement
is due to the soil factor, which is predominant, especially in young plantations of fruit orchards
and olive groves, and ew in vineyards. In such cases temporary crops can be confused with
permanent crops or even with pastures, especially in summer when the sailds\algl of

green vegetation.

We can also relate this confusion to the spethiesnselves. For instancéhe Juniperus

oxycedrusis is considerably presem our study aregCosta et al., 1993nd this specie is
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considered to be both a conifgd. W. Zhang & Chan, 2015nd a shrubland(Juniperus
Oxycedrus Trees and Slubs)

4.1.3 Descriptive statistics:

For each iteratioaccuracythe parameters calculatae presented ifTable10). By observing

the box and whisker figureF{gure 19), we can get an idea of the central ®mgy of the
precision values of each classification iteration, the box length gives an idea on the variability
for each number of trees value. We notice that the length of 12000, 900,700, 500 and 350 boxes
are small, which explains a small variation of #a¢ues, but in term of symmetry we can say

that 1000 has a less skewed datance the latter presents high precision values compared to

the other box and whiskers.

Table10: Descriptive statistickr all the precision observatie of each iteratio(nb-trees

analysg
nbtree N Maximum | Minimum @ Mean | standard deviation | Variance
10 7 99.972 37.055 79.591 22.779 518.904
50 7 99.983 49.169 82.073 19.128 365.873
100 7 99.983 48.456 81.718 19.885 395.409
150 7 99.977 43.943 82.654 18616 346.556
200 7 99.980 46.200 82.333 19.229 369.773
250 7 99.987 49,525 82.638 19.125 365.753
300 7 99.977 46.675 83.079 19.359 374.790
350 7 99.980 46.675 83.391 19.044 362.685
400 7 99.982 47.268 82.815 18.991 360.645
500 7 99.982 45.368 82.878 19.017 361.629
600 7 99.982 47.268 82.284 20.133 405.353
700 7 99.978 46.437 82.984  18.942 358.789
800 7 99.982 47.506 82.333 19.229 369.773
900 7 99.985 46.793 82.698 19.390 375.984
1000 7 99.985 46.556 83.639 18.477 341.391
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Figurel9: the box and whiskeof different observations of producer precis(ab-trees

4.1.4 Analysis of variance:

analysg

The studied variableProducer Accuracyis given as a percentage which requiresucsine

transformation(Equation13) (Data Analysis in the Geosciengethen we performone-way

analysis of variancelANOVA) so we getheTable11

We notice that the value of the significance for the ofltb& C classes and the number of trees
factorsare lower than the 5% threshold, so we reject HO, and we conclude that the difference

is significant whether between th&JLC classes or between classifications with different

number of trees

0 'Y® EWD o

Tablel11: Significant test of inter & intra factor

Equationl3: arcsine transformatiocior oneway analysis of variance

Source  of Sum of | df Mean Sum| F Significance
Variation Squares of Squares

(MSS)
Classes 7.132886484 6 1.188814414 2716.246493 6.14E94
Nb-trees 0.015444248 14 0.001103161 2.520541439 0.004758171
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4.1.5 Execution velocity
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Figure20: Execution time of different iteratior{ab-trees analysé

Thegraphof Figure20 shows thathe execution time is related to the number of trees chosen.

As the number is large the execution time is longer

4.1.6 Conclusion

By making an overview of the resultdtained from the 15 iteratiothe classification with a
nb-treesA000is consideredsthe best interms of precision, either fglobal Indices (Kappa
index, Overall accuracy) or Marginal Indices (Producer accuracy, User Accuracy, Omission &
commissionerrors). We present irFigure 21 the LULC map for the district oBraganca

obtained through the classifier Random forest withrabs=1000
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LULC Map of BRAGANCA (Number of trees: 1000)
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Figure21: LULC classification oBragancawith nb-trees=1000

4.2 Comparative analysis of classification data for indices effect:

Once we had researched tlileet of the number of decision trees on the classification process,
we decided to see if we could further improve the classification result by integrating soil and
vegetation indices, with constant decision treest{(@ebs=1000)
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4.2.1 Global Indices

iteration Kappa
%

without 0.883

indices

soil indices 0.908 0.908

Vegetation 0.885

0.899
0.883 0.885
indices
Both 0.899
Indices I I

without indices soil indices Vegetation indices Both Indices

Kappa

Figure22: kappa index of agreemefinhdices analyse)

iteration Overall
accuracy

without 94.178 -
Iﬂd_l(?GS_ 2 00175 - 01,397 95.014
soil indices | 95.421 g
Vegetation = 94.397 8
indices 3
Both 95.014 g

. o]
Indices

without indices soil indices Vegetation indices Both Indices

Figure23: Overall Accuracy (Indices analyse

Accordingto theFigure22 which presents the kappa index of each iteration maeeloice
that the classification with the soil indices is the most precise (more than 0.9) compared to the

other iterationsAnd also the overall accurgagpresented in theigure23, shows that it is the
most preciséeration (more than 95%).

The 2 figures above reveal that the use of vegetation and soil indices improves the quality of
the classification, however, the soil indices are more efficient.

according taMacintyre et al., 2020he classification is related to the season of the satellite
images therefore we can strongly link the clear response of the soil indices to the season,

especially in summehe soil is deprived of the green layer which promotes soil indices role.
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4.2.2 Marginal indices:

iteration Producer

without 94.178 .

indices 5; 95.421 95.014

soil indices  95.421 g 94178 94.397

Vegetation 94.397 g

indices ;

Both 95.014 E

Indices £
without soil indices Vegetation Both Indices
indices indices

Figure24: ProduceAccuracy (Indices analyse)

iteration 0&C

error g
without 5.822 >
_— 8 5.822 5.603
indices 3 -
T S 4.986
soil indices 4.579 < 4.579
Vegetation 5.603 3
indices g
L]
Both 4.986 &
Indices s
E
o
without indices soil indices Vegetation indices  Both Indices

Figure25: Omission & Commission error (Indices analyse)

From the producer's pemsgtive Figure24), it should be noted that with the inclusion of soill
indices the RF Classifier allocates more than 95% of the pixels to its correctrtigsseral,
the integration of indices, both vegetation and soil, helplassifier to assign pixels to its

true class.

Accordingto Figure25, the iteration with soil indiceis still the best, because only 4.5% of the

pixels that are incorrectlgiassified.
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Accuracy according to eab class

Tablel12 preliminary data fothe classification resul{$ndices analyse)

Classes Without With  Soil With With Both
Indices Indices Vegetation Indices
Indices
Annual Crops 99 98 99 99
Broadleaves 98 97 95 95
Conifers 75 75 73 73
Grassland 88 90 80 87
Permanent Crops 48 51 52 49
Shrublands 78 83 79 82
Water 100 100 99 99

95

85

75 witout

Indices

Soil Indice
65

Vegetation
55 Indices
Both Indices

ACCURACY %

45

35!

Annual Crops BroadLeaves Conifers Grassland Per t Crops Shrubland: Water
LULC CLASSES

Figure26: dispersion of accuracy of classification by land use classes (Index inclusion
analysis)

As presentedTable 13, Figure27) the indices haven one way or anotheaneffect on the
classification.For the permanent crop, the precision is improved with 4% by integrating the
vegetatia indices, on the other side, the classification of the Grassland and Shrublands classes
has become more accurate by using the soil indices with 2% and 3% respeotinbly other

hand, there is a deterioration for tBeassland#\ccuracyusingthe vegedtion indces, which

is supported byBaret et al., 2006)ndicating an underepresentation of grass and broatllea

surfaces whee LAl / FAPAR measurements have been performed
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4.2.3 Descriptive statistics

Table13.Descriptive statistics for all the precision observations of each iteration (Indices
analyse)
use of indices N Maximum Minimum Mean Standard Variance
deviation
Without indices 7 99.9834  48.4561  83.6387 18.4768  341.3908
Soil Indices 7 99.9801 51.4252 84.9860 17.3043  299.4398
Vegetation Indices 7 99.9884 52.1378 82.9727 17.1052 292.5884
Both Indices 7 99.9834  49.8812  84.1424  17.9267  321.357

100

90

80

70

. :

50

ACCURACY %

40

30

Wthout indices Soil indices Vegetation Indices Both Indices

Figure27: the box and whisker of different observations of producer predisiatices
analysg

As shown in(Figure27), the 4 boxes have the same length, which means the resemioia
the 4 iterations in terms of values variatidtiso we can see the fact thatlhof the calculated
AP have an accuragyeater than 88% (this is the case of without indices, soil indices and both

indices)
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4.2.4 Execution velocity
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Figure28: Execution time of different iteratiorflhdicesanalysg

The Figure 28 shows that the time to perform the classification with the indices is longer,

especially if we combine the 2 indices.

4.2.5 Conclusion

After having firalized this part ofvork we canconclude the effeaf including all the Indices

It was foundhat the classification using LAI, FAPAR and FCOVER brought less improvement
in terms of accuracy compared to soil indices (Bl, Cl and Rijs can be explaineby the
sensitivity of vegetation indices to soif¥ifia et al., 2011) According to these authors,
vegetation indices can be affected by soil backgroteftbctance which reduces their

contribution to the LULC classification
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LULC Map of BRAGANCA (Soil Indices)
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Figure29: LULC classification oBragancaistrict with Soil Indices

4.3 PostClassification

The best classification result obtained was used to evaluate possible losses of precision caused

by postclassification tasks
4.3.1 Global Indices:

iteration Kappa 0.927
before post 0.908

classification

after post 0.927

classification

Kappa

0.908

before post-classification  after post-classification

Figure30: kappa index of agreement (patassificationanalysg
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iteration Overall
accuracy 96.375

before post 95.421

classification

after post 96.375

classification

95.421

Overall accuracy %

before post-classification after post-classification

Figure31: Overall Accuracy (postlassificationanalysg

From thefigures(Figure 30 andFigure 31) below weobserve ammprovement in the Kappa
Index is from (908 to 0.927 anth the overall accuragyrom 95.421 to 96.37%onsequently,

in this case, postlassification tasks contributed positively to the accuracy of the classification
obtained.

4.3.2 Marginal Indices:

iteration Producer
before post 95.421 96.375
classification
after post 96.375
classification

95.421

Producer accuracy %

before post-classification after post-classification

Figure32: Producer Accuracy (pestassificatioranalysé
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iteration O&C error
before post 4.579
classification

after post 3.625
classification

4.579

3.625

Omission & Comission Accuracy %

before post-classification  after post-classification

Figure33: Omission & Commission error (peslkassificationanalysé

Accordingto Figure 32 and Figure 33, almost 1% of the pixels not well classified before,
became well placed itheir correct classes by performing tiestclassification tasks

Accuracy according to each class

Tablel14: preliminary data for data analysis (podssificationanalysé

classes Before postclassification After post-classificdion
Annual Crops 97.824 99.767
BroadLeaves 97.255 97.617
Conifers 74.893 73.712
Grassland 90.074 89.826
Permanent Crops 51.425 55.344
Shrublands 83.450 87.477
Water 99.980 99.992
100
90
= T Clasication
70 —— After post-
classification
§ 60
é 50
§ 40
30
20
10
1]
Annual Crops Broadleaves Conifers Grassland Permanent Shrublands Water
LULC CLASSES Crops

Figure34: the dispersion of the clagsition precision for each class (padssification
analysé
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Theeffect of the postlassification on the classes is mainly existing at the level of the following
classes: AC, PC, Shrubs with an improvement of 2%, 4% and 4% respec@inghe other

hand, the precision has decreased for Gaaskvith 0.3%.

Thisincrease or decrease in terms of precision is generally explained by the size of each cluster.
for instance, the grassland class is divided into small cluster size which explains its elimination
at the time ofjeneralizationsand the same for the class AC, PC and ShiThmsgeneralization

has eliminated all type of noise in the middle of the clusters dedicated to these 3 classes

4.3.3 Descriptive statistics:

Tablel5: Descrptive statistics for all the precision observations of each iteration (post
classificationanalysé

POST- N Maximum Minimum Mean Standard Variance
CLASSIFICATION deviation
Before post 7 99.980 51.425 84.986 17.304 299.440
classification
After post- 7 99.992 55.344 86.248 16.469 271.233
classifcation

100

20
| 80
5
g 70
o
3| 60
] -4
< 50

40

30

Before post-classification After post-classification

Figure35: the box and whisker of different observations of producer precision (post
classificationanalysé

By obsening the box and whiskeF{gure35), we can admit that the post classification has an
effect on the clagfcation in terms of precisiorf-or instance, the values are less skewed, and

the variance is lower.
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4.3.4 Conclusion

After performing ageneralizatiorto the classification, we got an improvem in terms of
accuracy, the map below shows the classificatiddrafiancawith (nbtrees=1000, soil indices

andgeneralizatiomprocess)Figure36).

LULC Map of BRAGANCA (Post-classification)
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Figure36: LULC classification oBragancalistrict with postclassification processing
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5 General conclusion:

This project allowed us to approach the world of remote sensing, to understand the use of

SNAP, and also to understand how LULC maps are developedkatimel2 satellite images.

At the end of th8 study on the evaluation and the comparison of the performances and the
behaviourof Random Forest Classifier related to the variations of some important parameters

in the classification of images especially {inbes, indices angeneralizatioh

Furthemore, the comparison of the results of the study of iterations and their application made

it possible to identify the most efficient methods.

the evaluation of the global indices: "kappa coefficient” and "Overall accuracy". according to
the three applicath contexts (nrees, indices angeneralizatio)y revealed that thigeration

with a nbtrees = 1000 is more suited to the classificatiorGehntinel2 image data, this
classification is considered as the most robust in terms of precision giving gatis res
compared to other iterations with othertndes.And for the fact of integrating indices in the
classification, it makes the classification precise especially for the soil in@@eserning the
generalizationit improved the classification to beone accurate than a classification with 1000

as nbtrees or a classification with indices.

Here is the final map dBragancaregion, by adding the urban cla@3gterritorio) which is
predefinel since the demographic growth is very I@vaganca: Populatior).
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LULC Map of BRAGANCA
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Figure37: Final LULC mapof Braganadistrict

We concludethat the classification abentinel2 images with Random Forest Classifier on

SNAP software will be more robust by:

- increasing the nfrees
- integratingvegetation / soil indices

- applying generalizatioto eliminate intrudepixels.
The main limitations during this project are as follows:

- although SNAP is very easy to use, but occasionally it bugs before starting iteration.
- Processing times are relatively long

- The study area is very large which makes it difficulh$sess thelassifcations made
Finally, for a possible similar study, wecommend:

- Test other satellite images covering other areas to further compare the results
- Use other classification algorithms in the comparison.

- Test other satellite imagegasonn the comparison

- Test RF with a number of tre&siperior tal000
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Annexes

Annex|: types of remote sensors

Annex Il: Geometrical view of Euclidean plane and Euclidean space, left(two dimensional
Euclidean plane), right (three dimensional Euclidean space)
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Annexlll : confusion matrix oBragancaClassification withSentinel2 Image, nb=1000

prdt_1000| TrueO| Truel | True2| True3| Trued | True5 | True6 | Ground| UA | CA
truth

AC 1270 | 0 0 0 261 140 |0 1671 |76 |24

BL 0 6479 | 226 |26 0 0 0 6731 |96 |4

CONIF 0 56 703 |0 0 2941 | 10 3710 |19 |81

G 0 8 0 353 |37 0 0 398 89 |11

PC 8 88 0 24 408 [218 |0 746 55 |45

SHRUB |9 0 0 0 136 | 15013/ 0 15158 |99 |1

WATER |0 0 3 0 0 1029 | 60218| 61250 |98 |2

Total 1287 | 6631 | 932 [403 [842 |19341]|60228| 89664

PA 99 98 75 88 48 78 100 |94

OA 1 2 25 12 52 22 0

Overalll |94 index | 0.88

accuracy Kappa

AnnexIV: confusion matrix oBraganceaClassification withSentinel2 Image, nb=900

pred 900 TrueO | Truel | True2 | True3| True4 | True5 | True6 UA | CA
AC 1259 | 0 0 0 290 [141 |0 1690 |74 |26
BL 0 6399 | 222 |25 0 0 0 6646 |96 |4
CONIF |0 40 707 |0 0 3810 |9 4566 |15 |85
G 0 7 0 357 |44 0 0 408 |88 13
PC 23 185 0 21 382 |252 |0 863 |44 |56
SHRUB |5 0 0 0 126 | 144612 14594| 99 1
WATER | 0 0 3 0 0 677 |60217]| 60897 99 1
Total 1287 | 6631 [932 |403 |[842 |19341|60228| 89664
PA 98 97 76 89 45 75 100
OA 2 3 24 11 55 25 0
Overalll | 93 index | 0.87
accuracy Kappa

AnnexV: confusion matrix oBragancaClassification withSentinei2 Image, nb=800
predict800| TrueO| Truel | True2 | True3| True4 | True5 | True6 UA | CA
AC 1259 | 0 0 0 280 [135 |O 1674 |75 |25
BL 0 6418 | 221 |25 0 0 0 6664 |96 |4
CONIF 0 39 709 |0 0 4047 |12 4807 |15 |85
G 0 10 0 356 |38 0 0 404 |88 |12
PC 23 164 |0 22 389 [247 |0 845 |46 |54
SHRUB |5 0 0 0 135 |14401|0 14541199 |1
WATER |0 0 2 0 0 511 |60216|60729/99 |1
Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664
PA 98 97 76 88 46 74 100
OA 2 3 24 12 54 26 0
Overalll 93 index | 0.87
accuracy Kappa
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AnnexVI: confusion matrix oBragancaClassification vith Sentinef2 Image, nb=700

predict700| TrueO| Truel | True2| True3| Trued | True5 | True6 UA | CA
AC 1261 | O 0 0 287 (149 |0 1697 |74 |26
BL 0 6372 | 219 |22 0 0 0 6613 |96 |4

CONIF 0 39 710 |0 0 4079 | 14 4842 |15 |85
G 0 6 0 359 |38 0 0 403 |89 |11
PC 21 214 |0 22 393 [265 |0 915 |43 |57
SHRUB |5 0 0 0 124 | 14486| 0 14615/99 |1

WATER |0 0 3 0 0 362 |60214|60579/99 |1

Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 98 96 76 89 47 75 100

OA 2 4 24 11 53 25 0

Overalll 93 index | 0.87

accuracy Kappa

AnnexVII : confusion matrix oBragancaClassification withSentinel2 Image, nb=600

pre 600 | TrueO| Truel | True2 | True3d| Trued | True5| True6 UA | CA
AC 1271 | 0O 0 0 300 144 |0 1715 | 74 26
BL 0 6410 | 217 |24 2 0 0 6653 | 96 4

CONIF |0 49 712 |0 0 5021 |14 5796 | 12 88
G 0 7 0 355 |32 0 0 394 |90 10
PC 12 165 0 24 370 202 |O 773 |48 52
SHRUB | 4 0 0 0 138 |13957|0 14099| 99 1

WATER | O 0 3 0 0 17 60214| 60234| 100 |0

Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 99 97 76 88 44 72 100

OA 1 3 24 12 56 28 0

Overalll | 93 index | 0.86

accuacy Kappa

AnnexVIII : confusion matrix oBragancaClassification withSentinel2 Image, nb=500

predict500| TrueO| Truel | True2| True3| Trued| True5 | True6 | Ground| UA | CA
truth

AC 1260 | O 0 0 279 143 |0 1682 |75 |25

BL 0 6435 | 219 |26 0 0 0 6680 |96 |4

CONIF 0 56 711 |0 0 4056 |9 4832 |15 |85

G 0 11 0 355 |34 0 0 400 89 |11

PC 21 129 0 22 394 178 |0 744 53 |47

SHRUB |6 0 0 0 135 |14321|0 14462 |99 |1

WATER |0 0 2 0 0 643 |60219/60864 |99 |1

Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 98 97 76 88 47 74 100 | 89664 0

OA 2 3 24 12 53 26 0

Overalll 93 index | 0.87

accuracy Kappa
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AnnexIX: confusion matrix oBragancaClassification withSentine{2 Image, nb=400

Pret 400 | TrueO| Truel | True2| True3| Trued | True5 | True6 | G-truth | UA | CA
AC 1261 | 0 0 0 282 145 0 1688 75 | 25
BL 0 6423 220 |24 0 0 0 6667 96 |4

CONIF |0 42 712 |0 0 4133 | 11 4898 15 | 85
G 0 8 0 357 |42 0 0 407 88 |12
PC 23 158 0 22 398 | 241 0 842 47 |53
SHRUB |3 0 0 0 120 |14047|0 14170 |99 |1

WATER | O 0 0 0 0 775 60217/ 60992 |99 |1

Total 1287 | 6631 932 |403 | 842 19341 | 60228 | 89664

PA 98 97 76 89 47 73 100 89664 0

OA 2 3 24 11 53 27 0

Overalll | 93 index | 0.86

accuracy Kappa

AnnexX: confusion matrix oBraganceClassification with Sentinel2 Image, nb=350

Predict_35Q0 TrueO| Truel True2| True3| Trued| True5 | True6 | G-truth | UA | CA
AC 1273 | 0 0 0 276 136 |0 1685 |76 |24
BL 0 6364 203 |20 0 0 0 6587 |97 |3

CONIF 0 50 729 |0 0 4128 | 12 4919 |15 |85
G 0 5 0 362 |42 0 0 409 89 |11
PC 8 212 0 21 393 | 247 0 881 45 | 55
SHRUB 6 0 0 0 131 |14341|0 14478 (99 |1

WATER 0 0 0 0 0 489 | 60216/ 60705 [99 |1

Total 1287 | 6631 932 403 |842 |19341|60228| 89664

PA 99 96 78 90 47 74 100 | 89664 0

OA 1 4 22 10 53 26 0

Overalll 93 index 0.87

accuracy Kappa

AnnexXl: confusion matrix oBragangeClassification withSentinel2 Image, nb=300

prdict_300| TrueO| Truel | True2| True3| True4| True5 | True6 | G-truth | UA | CA
AC 1257 |0 0 0 276 141 |0 1674 |75 |25
BL 0 6518 | 221 |21 0 0 0 6760 |96 |4

CONIF 0 54 708 |0 0 3769 |9 4540 |16 |84
G 0 7 0 361 |44 0 0 412 88 |12
PC 24 52 0 21 392 1192 |0 681 58 |42
SHRUB |6 0 0 0 130 |14216|0 14352 |99 |1

WATER |0 0 3 0 0 1023 | 60219| 61245 |98 |2

Total 1287 | 6631 | 932 [403 |842 |19341|60228| 89664

PA o8 98 76 90 47 74 100 0

OA 2 2 24 10 53 26 0

Overalll 93 index | 0.87

accuracy Kappa
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AnnexXII : confusion matrix oBragancaClassification withSentinel2 Image, nb=250

prdict 250| TrueQ| Truel | True2| True3| True4 | True5 | True6 | G-truth | UA | CA
AC 1257 | O 0 0 277 1139 |0 1673 |25 |75
BL 0 6417 | 219 |21 0 0 0 6657 |4 96
CONIF 0 44 711 |0 0 4628 | 11 5394 |87 |13
G 0 10 0 360 |41 0 0 411 12 |88
PC 25 160 |0 22 398 241 |0 846 53 | 47
SHRUB |5 0 0 0 126 | 13762| 0 13893 |1 99
WATER |0 0 2 0 0 571 6021760790 |1 99
Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 98 97 76 89 47 71 100 | 89664 0

OA 2 3 24 11 53 29 0

Overalll 93 index | 0.86

accuracy Kappa

AnnexXIIl : confusion matrix oBragancaClassification withSentinel2 Image, nb=200

prdict 200| TrueO| Truel | True2| True3| True4 | True5 | True6 | G-truth | UA | CA
AC 1260 | O 0 0 287 |145 |0 1692 |74 |26
BL 0 6416 | 218 |23 0 0 0 6657 |96 |4

CONIF 0 69 710 |0 0 5005 | 11 5795 |12 |88
G 0 5 0 357 |35 0 0 397 90 |10
PC 22 141 |0 23 400 175 |O 761 53 |47
SHRUB |5 0 0 0 120 |13426| 0 13551 |99 |1

WATER |0 0 4 0 0 590 |60217/60811 |99 |1

Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 98 97 76 89 48 69 100 | 89664 0

OA 2 3 24 11 52 31 0

Overalll 92 index | 0.85

accuracy Kappa

AnnexXIV : confusion matrix oBragancgeClassification withSentinel2 Image, nb=150

predicl50 | TrueO| Truel | True2| True3| Trued | True5 | True6 | G-truth | UA | CA
AC 1258 | O 0 0 306 |[151 |O 1715 |73 |27
BL 0 6392 | 217 |20 0 0 0 6629 |96 |4

CONIF 0 73 712 |0 0 4546 | 8 5339 |13 |87
G 0 10 0 360 |39 0 0 409 88 |12
PC 24 156 0 23 417 1176 |0 796 52 |48
SHRUB |5 0 0 0 80 13384| 0 13469 |99 |1

WATER |0 0 3 0 0 1084 | 60220| 61307 |98 |2

Total 1287 | 6631 | 932 |403 |842 |19341|60228| 89664

PA 98 96 76 89 50 69 100 | 89664 0

OA 2 4 24 11 50 31 0

Overalll |92 index | 0.85

accuracy Kappa
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Annex XV : confusion matrix oBragancaClassification withSentinel2 Image, nb=100

prdict_ 100| TrueO| Truel | True2 | True3 | Trued | True5 | True6 | G-truth | UA | CA
AC 1256 |0 0 0 290 138 |0 1684 |75 |25
BL 0 6401 | 223 |22 0 0 0 6646 |96 |4

CONIF 0 57 709 |0 0 5879 |13 6658 |11 |89
G 0 9 0 359 |39 0 0 407 88 |12
PC 26 164 0 22 391 |169 |O 772 51 |49
SHRUB |5 0 0 0 122 112829|0 12956 |99 |1

WATER |0 0 0 0 0 326 | 6021560541 |99 |1

Total 1287 | 6631 |932 |403 |842 |19341|60228| 89664

PA 98 97 76 89 46 66 100 89664 0

OA 2 3 24 11 54 34 0

Overalll 92 index | 0.84

accuracy Kappa

AnnexXVI: confusion matrix oBragang¢aClassification withSentinel2 Image, nb=50

prdict 50| TrueO| Truel | True2| True3| True4| True5 | True6 | G-truth | UA | CA
AC 1247 |0 0 0 262 139 |0 1648 |76 |24
BL 0 6460 | 228 |22 0 0 0 6710 |96 |4

CONIF |0 61 704 |0 0 5644 | 10 6419 |11 |89
G 0 8 0 359 |40 0 0 407 88 |12
PC 36 102 0 22 414 141 0 715 58 |42
SHRUB |4 0 0 0 126 |12848|0 12978 |99 |1

WATER | 0 0 0 0 0 569 |60218| 60787 |99 |1

Total 1287 | 6631 | 932 |403 |842 |19341)|60228| 89664

PA 97 97 76 89 49 66 100 | 89664

OA 3 3 24 11 51 34 0

Overalll | 92 index | 0.84

accuracy Kappa

AnnexXVII : confusion matrix oBragancgéaClassification withSentinel2 Image, =10

prdict 10| TrueO | Truel | True2 | True3 | True4 | True5 | True6 | G-truth | UA | CA
AC 1238 | 0 0 0 309 149 |0 1696 73 |27
BL 0 6384 | 220 |26 2 0 0 6632 9% |4

CONIF |0 44 710 |0 0 6699 |7 7460 10 |90
G 0 5 0 354 |23 0 0 382 93 |7

PC 39 198 0 23 312 186 |0 758 41 |59
SHRUB |10 0 0 0 196 | 12305] 10 12521 |98 |2

WATER | O 0 2 0 0 2 60211| 60215 [ 100 | O

Total 1287 | 6631 | 932 [403 |842 |19341|60228| 89664

PA 96 96 76 88 37 64 100 | 89664

OA 4 4 24 12 63 36 0

Overalll |91 index | 0.82

accuracy Kappa
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AnnexXVIII : confusion matrix oBragancawith Sentinel2 Image, (Soil Indices)
pred_soil| TrueO| Truel | True2 | True3| True4 | Trueb | True6 | G-truth | UA CA
AC 1259 (0 0 0 155 | 139 0 1553 | 80.88 | 18.93
BL 0 6449 | 234 |18 0 0 0 6701 |95.87 | 3.76
CONIF |0 50 698 |0 0 2060 |7 2815 | 24.76 | 75.20
G 0 10 0 363 |35 0 0 408 90.20 | 11.03
PC 22 122 0 22 433 | 628 0 1227 | 39.28 | 64.71
SHRUB | 6 0 0 0 219 16140| 5 16370 | 114.59| 1.41
WATER | 0 0 0 0 0 374 60216| 60590 | 99.38 | 0.62
Total 1287 [ 6631 | 932 |[403 |842 |19341|60228| 89664 | 98.37 | 4.58
PA 97.82 | 97.26 | 74.89 | 9007 | 51.43 | 83.45 | 99.98 | 95.42
OA 218 |2.74 |25.11]9.93 |48.57|16.55|0.02 |4.58
Overalll | 95 index | 0.91
accuracy Kappa

Annex XIX: confusion matrix oBragancawith Sentinel2 Image (Vegetation Indices)

predveg | TrueO | Truel | True2 | True3 | True4 | True5 | True6 | Gtruth | UA CA
AC 1278 | 0 0 0 221 | 123 0 1622 | 77.44 | 21.21
BL 0 6310 | 244 |53 2 0 0 6609 | 97.20 | 4.52
CONIF |0 29 688 |0 0 496 1 1214 |57.41 | 43.33
G 0 3 0 326 |32 0 0 361 101.94| 9.70
PC 0 289 0 24 439 [1140 |3 1895 | 25.44 | 76.83
SHRUB | 9 0 0 0 148 | 15378 3 15538 120.72| 1.03
WATER | 0 0 0 0 0 2204 | 60221| 62425| 96.46 | 3.53
Total 1287 | 6631 | 932 [403 |842 |19341|60228| 89664 5.60
PA 99.30 | 95.16 | 73.82 | 80.89 | 52.14 | 79.51 | 99.99
OA 0.70 |4.84 |26.18|19.11|47.86|20.49 | 0.01
Overalll | 94 index | 0.89
accuracy Kappa

Annex XX: confusion matrix oBragancawith Sentinel2 Image, both indices
pred TrueO | Truel | True2| True3| Trued| True5 | True6 | Ground| UA CA
both truth
AC 1285 0 0 0 114 |131 |0 1530 |83.99|16.01
BL 0 6337 | 245 |23 4 0 0 6609 95.88| 4.12
CONIF |0 42 687 |0 0 1168 |3 1900 | 36.16| 63.84
G 0 17 0 354 |34 0 0 405 87.41]| 12.59
PC 0 235 0 26 420 |867 |1 1549 | 27.11| 72.89
SHRUB | 2 0 0 0 270 |15892| 6 16170 |98.28|1.72
WATER | O 0 0 0 0 1283 | 60218| 61501 | 97.91| 2.09
Total 1287 6631 | 932 |403 |842 |19341|60228| 89664
PA 99.84 | 95.57 | 73.71|87.84|49.88| 82.17 | 99.98
OA 0.16 443 |26.29]12.16|50.12|17.83 | 0.02
Overalll | 95 index | 0.90
accuracy| Kappa
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Annex XXl : confusion matrix oBragancawith Sentinel2 Image, postlassification

pred TrueO | Truel | True2 | True3d | True4 | True5 | True6 UA CA
post
AC 1284 | 0 0 0 103 | 122 0 1509 |85.09]14.91
BL 0 6473 | 245 |18 0 0 0 6736 |96.10| 3.90
CONIF |0 26 687 |0 0 1544 |0 2257 | 30.44| 69.56
G 0 0 0 362 17 0 0 379 95.51| 4.49
PC 0 132 0 23 466 | 441 0 1062 | 43.88 | 56.12
SHRUB | 3 0 0 0 256 ]16919|5 17183]98.46| 1.54
WATER | 0 0 0 0 0 315 60223 | 60538 | 99.48 | 0.52
Total 1287 | 6631 | 932 |403 |842 [19341)|60228| 89664
PA 99.77 | 97.62 | 73.71 | 89.83 | 55.34 | 87.48 | 99.99
OA 0.23 |2.38 |26.29|10.17|44.66 | 12.52 | 0.01
Overall | 96 index | 0.93
accuracy Kappa

AnnexXXIl : LULC classification oBragancawith nb-trees=10

LULC Map of BRAGANCA (Number of trees: 10)
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AnnexXXIIl : LULC classification oBragancawith nb-trees=50

LULC Map of BRAGANCA (Number of trees: 50)
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AnnexXXIV : LULC classification oBragancgawith nb-trees=100

LULC Map of BRAGANCA (Number of trees: 100)
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Annex XXV : LULC classification oBragancawith nb-trees=150

LULC Map of BRAGANCA (Number of trees: 150)
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AnnexXXVI : LULC classification oBragancawith nb-trees=200

LULC Map of BRAGANCA (Number of trees: 200)
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AnnexXXVIl : LULC classification oBragancawith nb-trees=250

LULC Map of BRAGANCA (Number of trees: 250)
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AnnexXXVIIl : LULC classification oBragancgawith nb-trees=300
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